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DRIVER MOTORE STEPPER BIPOLARE, 5.6A ,24-50VDC 

Valutazione: Nessuna valutazione 
Prezzo 
Prezzo di vendita104,92 €

Prezzo di vendita, tasse escluse86,00 €

Ammontare IVA18,92 €

Fai una domanda su questo prodotto 

Descrizione <p> <span style="font-size: 10pt;"> </span> </p> <p> <span style="font-size: 10pt;"><b style="mso-bidi-font-weight:normal"><span
lang="EN-US " style="font-size:12.0pt;mso-bidi-font-size:11.0pt;line-height:115%;mso-ansi-language: EN-US">DM556D</span></b></span>
</p> <p> <span style="font-size: 10pt;"><b style="mso-bidi-font-weight:normal"><span lang="EN-US " style="font-size:12.0pt;mso-bidi-font-
size:11.0pt;line-height:115%;mso-ansi-language: EN-US">Bipolar stepper driver 5.6A</span></b></span> </p> <p> &nbsp; </p> <p> <span
style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-US">Power supply</span><span lang="EN-US" style="font-
family:">&#65306;</span><span lang="EN-US" style="mso-ansi-language: EN-US"> 24&mdash;50VDC</span></span> </p> <p> <span
style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-US">Support over voltage,undervoltage,overcurrent,overload
protections</span></span> </p> <p> <span style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-US">The max
continuous output current is 4A,peak current is 5,6A</span></span> </p> <p> <span style="font-size: 10pt;"><span lang="EN-US" style="mso-
ansi-language:EN-US">Support pulse+direction and pulse+pulse command type</span></span> </p> <p> <span style="font-size: 10pt;"><span
lang="EN-US" style="mso-ansi-language:EN-US">The microstep(pulse/revolution) can be set by protuner or DIP switches</span></span> </p>
<p> <span style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-US">0&mdash;5VDC analog input for speed mode,and
support IO speed control function.</span></span> </p> <p> <span style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-
US">The max pulse frequency is 200KHZ</span></span> </p> <p> <span style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-
language:EN-US">Adoption 32-bit DSP, pure sin wave subdivision technology</span></span> </p> <p> &nbsp; </p> <p> &nbsp; </p> <p>
<span style="font-size: 10pt;"><span lang="EN-US" style="mso-ansi-language:EN-US">It can be used in various kinds of machines,such
as&nbsp;laser cutters, laser markers, high precision X-Y tables,labeling machines ,medical equipment,3D printer ,electronic device ,packing
,robot and so on. An ideal solution for applications&nbsp;that require both low noise and high speed performances.</span></span> </p> <p>
&nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p>
&nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> <p> &nbsp; </p> 

Recensioni

Nessuna recensione disponibile per questo prodotto. 
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